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Bench centerBench center
■Dimensional drawing Unit : mm
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Product
No

Presence 
of carbide φ D φＤ１ L Ｌ１ L２

Compatible models of 
eccentricity testers

55-7-1 Without
12.065 12.2 82 25 53.5 P－１～Ｐ－３

55-8-MT-1 With

55-7-2 Without
17.780 18.0 100 31 64.0 ＮＯ－１,ＮＯ－2

55-8-MT-2 With

55-7-3 Without
23.825 24.1 125 39 81.0 NO－３

55-8-MT-3 With

Product
No

Stock
No

Size
（φ D × L) Cylindricity

Applicable
bench 
center

55-6-150 600-P1 φ 20 × 150 2.0 P-1

55-6-200 600-P2 φ 20 × 200 2.0 P-2

55-6-300 600-P3 φ 25 × 300 3.0 P-3

55-6-400 600-NO1 φ 30 × 400 3.0 NO-1

55-6-800 600-NO2 φ 50 × 800 3.0 NO-2

600,601600,601

Material: SKS3
Package: Cardboard box

Material : SKS3
Package : Paperboard Box
Accessories:Certificate of inspection

Stock No.600

Stock No.601

Test bar

Lathe center

•	These test bars can be used as measurement standards for eccentricity checks.
•	All models are Hardened.

•	Center for eccentricity testing equipment.
•	All sizes are hardened.
•	Special dimensions and carbide-tipped versions are also available.
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Center holes in both ends

Traceability can be issued.


