e (R5 s228 V-blocks

= Dimensional drawing Unit : mm
Stock No.558

Precision steel V-blocks |Traceabi|ity can be issued.

e Compared with cast iron models, these products offer better dimensional stability, making them suitable for high-precision
measurements.

e Supplied as a set of two pieces. All sizes are hardened.

¢ Available in two accuracy grades: AA Grade and A Grade.

Material : S50C
Package : Dedicated storage box

Parallelism between Parallelism and Product Stock ) L H T Weight
bottom and squareness of No No size (mm) | (mm) | (mm) | (kg )
V-plane(pum) each plane(£pm)
48-1-038 38 38 24 19 | 0.3
Grade AA 3 3 48-2-038 | 558-038Q '
48-1-050
Grade A 5 5 50 50 28 22 | 05
48-2-050 | 558-050Q
48-1-065 65 65 40 25 1.0
48-2-065 | 558-065Q '
48-1-075
75 75 50 35 1.9
48-2-075 | 558-075Q
48-1-100 100 | 100 | 60 38 | 3.3
Configuration of stock number 48-2-100 | 558-100Q :
48-1-125 125 | 125 | 70 45 | 6.0
558 038 AQ 48-2-125 | 558-125Q '
-
. 48-1-150
Size 150 150 90 60 11.9

48-2-150 | 558-150Q

AQ — Grade AA
A — Grade A



