557 V-blocks

Stock No.557

Cast iron precision V-blocks

-These blocks are optimal for accurate scribing and can be used as a measurement jig.

-Two-piece set.

-Standard and special grades are available depending on accuracy.

Type - A Stock No.557A

Parallelism between
bottom and V-plane(pm)

Parallelism and squareness
of each plane( £u m)

Type - B Stock No.557B

Parallelism between
bottom and V-plane(pum)

Parallelism and squareness
of each plane( £p m)

Grade A 5 5 Grade A 5 5
Standard 10 10 Standard 10 10
Type -A Material : Cast iron Type -B Material : Cast iron
Package : Dedicated storage box Package : Dedicated storage box
. L H T | Weight . L H T | Weight
Product No| Stock No | Size Product No| Stock No | Size
(mm) | (mm) | (mm) | (kg) (mm) | (mm) | (mm) | (kg)
47-1-050 --- 47-3-050 -
50 50 24 19 0.2 50 50 32 24 0.4
47-2-050 | 557-050A 47-4-050 | 557-050B
47-1-075 --- 47-3-075 ---
75 75 35 24 0.6 75 75 60 32 1.5
47-2-075 | 557-075A 47-4-075 | 557-075B
47-1-100 --- 47-3-100 ---
100 100 52 33 2.0 100 100 67 41 2.5
47-2-100 | 557-100A 47-4-100 | 557-100B
47-1-125 --- 47-3-125 ---
125 125 69 44 4.5 125 125 79 51 3.4
47-2-125 | 557-125A 47-4-125 | 557-125B
a71150 | o 150 | 150 | 80 | 50 | 7.0 473150 - 150 | 150 | 89 | 63 | 8.1
47-2-150 | 557-150A ' 47-4-150 | 557-150B '
47-1-200 --- 47-3-200 ---
200 200 | 110 70 18.0 200 200 | 140 | 102 22.2
47-2-200 | 557-200A 47-4-200 | 557-200B

Configuration of stock number

557 — 050 A A
Size Type Grade




